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	Сажетак:
	Сажетак: Продубљивање површинских копова угља у РБ Колубара и Костолац и присуство великог броја речних токова на експлоатационом простору и непосредној близини  узрукују велики прилив подземних вода. Присуство површинских и подземних вода захтева благовремену и константну заштиту копова од површинских и подземних вода. Учестала веома последична клизишта на одлагалиштима јаловине захтевају посебно ангажовање технолога површинске експлоатације, хидрогеолога, геомеханичара на решавању наведеног проблема. Рад има за циљ да прикаже нека од примењивих решења која могу обезбедити основну подлугу у оствараивању стабилизације унутреашњих одлагалишта на површинским коповима лигнита у  РБ Колубара и Костолац.

Abstract: Deepening of surface coal mines in RB Kolubara and Kostolac and the presence of a large number of river flows in the exploitation area and in the immediate vicinity cause a large inflow of groundwater. The presence of surface and groundwater requires timely and constant protection of mines against surface and groundwater. Frequent and very consequent landslides in tailings landfills require special engagement of surface exploitation technologists, hydrogeologists and geo-mechanics in solving the mentioned problem. The paper aims to present some of the applicable solutions that can provide a basic groundwork for achieving stabilization of internal landfills at surface lignite mines in RB Kolubara and Kostolac.
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