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	Сажетак:
	Оцена повољности услова експлоатације подинске продуктивне серије заснива се на сагледавању кључних индикатора: морфологије и хидрологије терена, површине експлоатационог поља, могућности развоја рударских радова, дубине захвата, деградираности и ненасељености простора, инжењерско – геолошки услови у радној средини, прилаз и комуникациона повезаност локације, окружујући услови и ограничења, захтевност у погледу заштите животне средине, имплементациона флексибилност применљивих технолошких решења и власништво над већим делом површине експлоатационог поља. Ову оцену у извесној мери умањују: оводњеност радне средине и неопходност заштите од вода што генерише трошкове одводњавања. Кровински песак треба уклонити што повећава трошкове рударских радова. Парцеле у експлоатационом пољу, које нису у васништву Компаније, смањују продуктивну количину ровне минералне сировине. Мања носивост тла због оводњености преферира форсираном извођењу рударских радова у сушним периодима.
Evaluation of benefits operating conditions underlying productive series is based on the analysis of the key indicators: the morphology and hydrology of the terrain, surface mining field, the possibility of development of mining operations, the depth of intervention, degradation and uninhabited area, engineering – geological conditions in the working environment, access and communication connections of this location, surrounding conditions and restrictions, requirements for environmental protection, the implementation flexibility of applicable technological solutions and ownership of a larger part of the exploitation field area. This evaluation is to some extent reduced by: wet working environment and the necessity for protection from water which generates costs of water drainage. Overlying sand must be removed, which increases the costs of mining operations. Plots in the mining field, which are not in the Company's ownership, are reducing the productive amount of raw material resources. The smaller soil capacity due wet soil prefers forced execution of mining operations in dry periods.
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